
Characteristics
• Switching volt free and 230V
• Sleep Mode
• Frost Protection
• 5 Year Warranty
• Simple Operation
• Contemporary design
• Easy Installation

RT310
Electronic Room Thermostat

Product Electronic Room Thermostat

Communication Wired

Switching Max. 3 (1) A

Output NO/COM/NC

Temperature range 5 - 35°C

Scale 0.1°C or 0.5°C

Control algorithm TPI : ±0.25°C

Dimensions (mm) 96 x 96 x 27

Features

Connection scheme

Date/Version 
05/21  - V001

SALUS Controls UK | www.saluscontrols.com

The RT310 is a stylish, simple to install and use wired room thermostat.
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Schemat podłączenia:

Dane techniczne:

RT310
Elektroniczny regulator temperatury
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Regulator służy do przewodowego sterowania urządzeniami grzewczymi. Uruchamia źródło 
ciepła poprzez zwarcie styków. Regulator podłącza się bezpośrednio do kotła. Jego działanie 
polega na utrzymywaniu komfortowych warunków w pomieszczeniu, zgodnie 
z nastawioną przez użytkownika stałą temperaturą.

Cechy produktu:
• posiada algorytm sterujący TPI
• możliwość zmiany ustawień histerezy
• posiada tryb ochrony przed zamarzaniem 

(zakres temp. 5 - 17 stopni)
• korekta wyświetlanej temperatury ±3ºC
• tryb UŚPIENIA (wstrzymanie wszystkich funkcji, 

np. poza sezonem grzewczym)
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Zasilanie 2 x AA baterie alkaliczne

Max obciążenie 3 (1) A

Sygnał wyjściowy Przekaźnik NO/COM/NC

Zakres regulacji temperatury 5 - 35°C

Dokładność wskazania temp. 0.1°C lub 0.5°C

Algorytm sterujący TPI lub Histereza: ±0.25°C

Komunikacja Przewodowa

Wymiary [mm] 96 x 96 x 27


